
A MESSAGE FROM THE TEAM
Thank you!

We mean it. We’re honored that you’ve trusted us with your purchase. 
We’ve worked extremely hard to develop and produce a range of watches 
that are both uncompromising in quality and bold in design. We don’t take 
it lightly that you’ve decided to join the crew and it means the world to us.

If you have any issues whatsoever with your timepiece please don’t hesi-
tate to get in touch. We’re always here for you, and we aim to offer the best 
customer service in the industry.

Welcome to Ralph Christian.

AUTOMATIC WATCHES

Many people are unaware that an automatic watch will need to be manual-
ly wound first before it will run automatically. For a self-winding watch to 
function properly the mainspring must build up a sufficient power reserve. 
The process of winding the watch before initially wearing it (known as the 
‘initiation process') will give your watch enough of a power reserve so that 
the motion of your wrist can simply 'top-up' this reserve throughout the 
day, thus effectively allowing it to continue to operate effectively.

RALPH CHRISTIAN



Wearing the watch without first winding it will not provide enough 
energy for your watch to be fully charged and so without this initia-
tion proccess your timepiece will never operate properly or consis-
tently. To initiate the watch turn the winding crown at the 3 o'clock 
position in a clockwise direction for 20-30 full revolutions. This must 
be done whilst the crown is still pushed in.

After the initiation process has been completed the watch will wind itself 
by means of an oscillation weight that moves every time the watch's posi-
tion is changed. A self-winding watch should be worn for at least 8 hours a 
day to maximise the power reserve. If this isn't possible, or if the watch has 
not been worn for more than 12 hours, the initiation process will
need to be repeated.

WATER / SHOCK RESISTANCE

This watch is protected against shocks when in normal use. However, it 
should not be subjected to heavy shocks as will occur when it falls on a 
hard surface. This can damage the watch movement.

The designations '3, 5 or 10 ATM Water Resistant’ means that this watch 
can survive brief immersion in water, however the watch is not for use 
when diving, bathing or showering. Please ensure the crown/ buttons are 
returned to their normal operating positions when in use.

On models with screw down buttons, water resistance is lost when they 
are left in the unlocked position.



THE AVALON RANGE:

SETTING THE TIME

Pull out the crown until you hear an audible click. Rotate the crown in an 
anti-clockwise direction until you reach the correct time. Once set, push 
the crown back into the starting position. 

INITIATING THE MOVEMENT

As the Avalon has an automatic movement, you will need to ‘initiate’ it 
when first wearing it after a period of it laying dormant. Please see the text 
on automatic watches for more information.

ADJUSTING AND CHANGING THE STRAPS

Please see the text on adjusting and changing the straps.
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THE PRAGUE RANGE:

SETTING THE TIME

Pull out the crown until you hear an audible click. Rotate the crown in an 
anti-clockwise direction until you reach the correct time. Once set, push 
the crown back into the starting position. 

INITIATING THE MOVEMENT

As the Prague has an automatic movement, you will need to ‘initiate’ it 
when first wearing it after a period of it laying dormant. Please see the text 
on automatic watches for more information.



THE MILAN RANGE:

SETTING THE TIME

Pull out the crown until you hear an audible click. Rotate the crown in a 
clockwise direction until you reach the correct time. Once set, push the 
crown back into the starting position. 

SETTING THE DAY OF THE WEEK
Simply push button ‘A’ until you reach the correct day. 

SETTING THE DAY OF THE MONTH
Simply push button ‘B’ until you reach the correct day. 

THE ‘24 HOUR’ TIME SUBDIAL
This is automatically synced from the time on the main dial and so there is 
no-need to set this. 

ADJUSTING AND CHANGING THE STRAPS
Please see the text on adjusting and changing the straps.
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ADJUSTING YOUR MESH 
SLIDING CLASP 

LIFT - SHIFT - PRESS

1. Lift up the buckle with a flathead screwdriver or other adjustment tool.

2. Slide the clasp to the desired slot to adjust the length of the band.

3. Push the buckle down to secure the clasp.



CHANGING THE STRAPS ON YOUR 
WATCH 

REMOVING THE STRAP

Simply press the springbar lever in and lift the strap out of place to remove 
it from the watch case.

ATTACHING A NEW STRAP

Align the left side of the springbar into the cut-out hole in the watch-case. 
Press in the springbar lever to align the right side in the opposite cut-out 
hole. You may need to adjust the position slightly until it locks into place.



THE RALPH CHRISTIAN 12
MONTH WATCH WARRANTY

This watch comes with a 12 month movement warranty from the date of 
purchase. This warranty covers the watch movement against manufactur-
ers defects.

Within that period your watch will be repaired free of charge except for a 
$19.95 shipping & handling fee. We cannot accept responsibility for 
damage or loss caused in transit.

Please note the warranty does not cover the case, glass or band/strap. 
Damage caused through accident, misuse, neglect, inexpert repairs, 
normal wear and tear or theft is also not covered.

FOLLOW US ON:

/ralphchristianwatches

@ralphchristianwatches

Upload your picture to Instagram and use #RalphChristian (and tag us) 
for a chance to be featured on our Instagram and win $100 in store credit.


