
INSTALLATION MANUAL FOR SLIDING PANELS 

Every Shade is specially manufactured to your requirements and to satisfy your needs. According to 
your specifications, the following bracket types will be shipped with your order. 

For:          2 & 3 Ways          4 And 5 Ways 

CEILING MOUNT APPLICATION 

Measure 4” from each end of the window. You must have a minimum of       
1 3/8” from the hole of the bracket to the window for tracks of 2 and 3 ways. 
If your track is 4 and 5 ways, the minimum of space required is 2 1/8”. 

At the 4” point make a small pencil mark. Any additional brackets that are 
required are placed evenly between the left and the right brackets.  

Place the bracket against the ceiling and using a screw, attach it to the 
ceiling. (For Sheetrock ceilings we recommend the use of anchors). For 
concrete use tapcons. Repeat this step until all the brackets are placed in an 
aligned position, with the swivel “open”. 
Place the Track “ON” the brackets with the swivel in open position. Then 
rotate the swivel to a close position. (Check that the headrail is being 
secured by each of the brackets). 

Unpack each panel and align the Velcro “velour” strip on the fabric to the one 
on the carrier. Starting from one end, start pressing the fabric against it until 
the panel is secured. Repeat this process until all panels are in place. 

WALL MOUNT APPLICATION 

For this kind of installation you will find included in the package the following 
components: The number of brackets will depend on the Channel Track 
width. 

Wall Bracket      Nut & Bolt 

Mark with a pencil the desired length of the shade. Then measure 4” of the 
ends of the headrail. Space any additional brackets evenly between the left 
and the right brackets. 

Place the bracket against the wall and using two of the screws provided, 
attach it to the wall. 

Repeat step number 1 for Ceiling Mount.

Repeat step number 2 for Ceiling Mount. 


