
Because the ultra compact step motors in quartz watches use magnets, the 
watch could be affected by magnetic interference from cell phones, PCs, TVs, 
audio equipment, speakers, automatic mahjong tables or other home appliances. 
This could cause it to temporarily stop, or the time to delay or advance, and may 
require comprehensive inspection or internal adjustment, including demagnetizing, 
which may not be covered by warranty.

Magnetism

【SMALL SECOND】
Setting the Time
Pull out the crown to the <2> position 
and turn to set the hour and minute. 
Push the crown back to the original 
position to complete the setting process 
and return the watch to timekeeping 
mode.

Setting the Time
Pull out the crown to the <2> position and turn to set the hour and minute. Push 
the crown back to the original position to complete the setting process and return 
the watch to timekeeping mode.

Zeroing the Minute and Second Hands
1. Pull out the crown to the <3> position.
2. Press and hold Button A for two seconds to place the minute hand in the 
adjust mode. The minute hand will make one rotation to the 12 o'clock position. 
3. Press Button B repeatedly until the pointer is in the <0> position.
4. Press and hold Button A for two seconds to place the second hand in the 
adjust mode, after completing one rotation.
5. Press Button B repeatedly until the pointer is in the <0> position.
6. Complete the process by returning the crown to its original <1> position.

Installing the Watch Strap
Watch straps attach with easy lever-operated spring bar pins, as illustrated 
below. The shorter piece of the band attaches to the 12 o'clock end of the watch 
and the longer piece to the 6 o'clock end. To attach, turn the watch and band 
over, and insert the end of the pin opposite the lever <1> through the band and 
into the watch body bracket. 

【CHRONOGRAPH】
Setting the Time
Pull out the crown to the <3> position 
and turn to set the hour and minute. 
Push the crown back to the original 
position to complete the setting process 
and return the watch to timekeeping 
mode.

【CHRONOGRAPH】
Setting the Date
Pull out the crown to the <2> position 
and turn it clockwise to set the date. 
Push the crown back to the original 
position to complete the process.
*Please avoid setting the date between 9 
p.m. and 2 a.m., as the date change 
mechanism activates during these hours.

NATO Style Strap
First, use the easy levers to attach the two spring bar pins to the watch body. 
(Illustration I) Pass the tip of the starp <A> down between the pin and body on the 
12 o'clock end of the case <B> and across the back of the watch. (Illustration II) 
Then pass it back between the pin and body on the 6 o'clock end <C>, through 
the clasp <D> and pull taut.

Makita Nato Strap
Kumihimo Strap
Place the band against the back of the 
watch, then use the easy levers to 
install both of the pins and attach the 
band to the watch body.

Additional easy lever pins can be 
purchased at our online store
（$5 for a set of two pins）.

Adjusting the Size of the Mesh Strap
Open the clasp, insert a small flathead screwdriver or similar tool into the inner 
slot, and lift to release the locking clip from the strap, as shown in Illustration 1. 
Then grasp the clasp with your fingers and slide along the strap (Illustration 2) to 
your preferred position, keeping the indentation on the back of the clasp aligned 
with one of the grooves in the back side of the mesh. Use the leverage of the 
screwdriver to replace the clip and lock the clasp into place (Illustration 3).
* Be careful not to damage the clip by using too much force or aligning it in such 
a way that it is not firmly seated in a groove in the mesh.

Using the Mesh Strap Clasp
1. Holding the band from the 12 o'clock end bracket <A>, 

catch the hooks <B> on the metal bar <C> inside of the clasp.
*Note: if <B> and <C> are not connected securely, the watch could fall off and 
become damaged.

2. Cover the metal piece <A> hooked on the bar to fix it in place by closing the 
cover plate. 

3. Then flip the safety clip <D> closed from the other side to complete the 
attachment process.
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Using Your Knot Watch

You can custom order through our website.
Give it a try!

sg.knot-designs.com

Strap

more than

10,000
Combinations

Then, using your fingernail, 
slide the lever to insert that 
end of the pin <2> into the 
bracket. Please ensure that 
the pins are seated correctly 
into the holes on both sides, 
and be careful not to scratch 
the watch body during 
installation.

Today's Watch on Today's Clothes

more than

300
styles

Watch
more than

50
styles

Choose from a vast selection of more than 
300 styles and colors of watch bands. 
Change them to match the season, your 
clothes for the day, or just to re�ect the way 
you feel. It's fun and easy to create your own 
coordinated look!

You can make fashion more enjoyable by changing bands 
to complement today's style or TPO, just like you select a 
jacket or necktie to go with your favorite shirts. By allowing 
you to select watches and bands independently, Knot 
custom ordering lets you make the most of your wrist 
fashion, day after day.
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User Manual

About Knot original box
Since the watch and strap are stored at the time of 
purchase, the Knot original box is a box to be used when 
sending repaired items, so please keep it in a safe place. 
Knot We can not guarantee against breakage, breakdown 
etc. occurred when sending by other than the original 
box. Please note.

- Overseas - 

・ Taipei Gallery Shop

・ Taichung Gallery Shop

・ Bangkok Gallery Shop

・ Tiong Bahru Gallery Shop

・ Hanoi Gallery Shop

 - Japan -

・Kichijoji Gallery Shop

・ Kichijoji Factory

・Omotesando Gallery Shop

・ Yokohama Motomachi Gallery Shop

・ Hoshigaoka Gallery Shop

・ Shinsaibashi Gallery Shop

・ Kobe Motomachi Gallery Shop

・ Tenjin Gallery Shop


