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We believe that nothing brings people together, and strengthens 
relationships, quite like an open flame. It’s in that spirit that our 
Fire Kettles are specifically designed and engineered to make 
the most of your fireside experience. They’re forged to last for 
generations, alongside the traditions you create around them. 

This booklet contains safety information, instructions and tips 
on the proper setup, use and care of our Fire Kettles and other 
products. Be safe and forge your own traditions.

Cheers,

Sandy and Steve Schoettle

WELCOME
SEA ISLAND FORGE FAMILY 
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SAFE T Y
Failure to follow the DANGERS, WARNINGS AND CAUTIONS contained in the 
Owner’s Manual may result in serious bodily injury or death, or may result in a fire 
or an explosion causing damage to property.

Please read all safety information contained in the Owner’s Manual before 
operating this Fire Kettle.

DA N G E R S  A N D  WA R N I N G S   

PL ACEMENT

F O R  O U T D O O R  U S E  O N LY !

DO NOT use indoors! This fire pit is designed for outdoor use in a well-ventilated 
area and is not intended for and should never be used as a heater. If used indoors, 
toxic fumes will accumulate and cause serious bodily injury or death.

DO NOT use in a garage, building, breezeway or any other enclosed area. This 
could result in personal injury, damage to property or death.

DO NOT use this Fire Kettle within five feet of any combustible material or under 
any overhead combustible material. Combustible materials include but are not 
limited to: wood or treated wood decks, patios, porches, roots, trees and foliage.

Keep the Fire Kettle on a secure, level surface at all times, clear of combustible 
material.

DO NOT place the Fire Kettle on a glass or combustible surface.

DO NOT install in or on recreational vehicles and/or boat.

USAGE

DO NOT use this Fire Kettle unless all parts are properly in place. This Kettle must 
be properly assembled according to the assembly instructions. Improper assembly 
may be dangerous.

ALWAYS keep a fire extinguisher or water hose nearby.

DO NOT use gasoline, alcohol or other highly volatile fluids to start the fire or 
during a burn.
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DO NOT add starter fluid or charcoal impregnated with lighter fluid to hot/warm 
wood or charcoal. If using starter fluid, cap/close container after use and place a 
safe distance away from the Fire Kettle.

Keep the cooking area clear of flammable vapor and liquids, such as gasoline, 
alcohol, etc. and combustible materials.

Exercise caution when operating your Fire Kettle. It will be hot during use.

Always allow Fire Kettle to cool completely before handling.

DO NOT leave a burning Fire Kettle unattended.

DO NOT use Fire Kettle in high winds.

DO NOT move Fire Kettle during usage. It is hot and can cause injury.

NEVER leave children or pets unattended around hot Fire Kettle.

DO NOT wear clothing with loose flowing sleeves while lighting or using the 
Fire Kettle.

NEVER touch the ashes, charcoal or the Fire Kettle to see if they are hot.

DO NOT lean on or overload the Fire Kettle.

DO NOT cover Fire Kettle until ashes are emptied or fully extinguished.

DO NOT remove ashes until the fire is completely extinguished and Fire Kettle 
is cool.

When removing ashes, use caution to protect yourself and property. Extinguished 
ashes should be placed a safe distance from all structures and combustible 
materials in a fire-safe container with a tight-fitting lid.

Allow coals and water to remain covered in a fire-safe, metal container (with tight-
fitting lid) for 24 hours prior to disposing.

NEVER dump ashes until they are fully extinguished.

Keep electrical wires and cords away from the hot surfaces of the Fire Kettle and 
away from high-traffic areas.

California Proposition 65 – Combustion by-products produced when using this 
product contain chemicals known to the state of California to cause cancer, birth 
defects or other reproductive harm.

The use of alcohol, prescription drugs or nonprescription drugs may impair the 
consumer’s ability to properly assemble or safely operate the Fire Kettle.

DISCLAIMER: This owner’s manual only applies to wood-burning Fire Kettles 
and related products, and has no application to other products sold by SIF, 
including but not limited to, Fire Kettles that burn natural or propane gas.
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FIRE KE T TLE

SE TUP & PL ACEMENT

Refer to the section “Dangers and Warnings” on pages 2 and 3 before 
beginning setup and placement of your Fire Kettle.

Tools are not required for assembly.

Only set up and place the Fire Kettle on a hard, level, non-combustible, 
stable surface (concrete, ground, etc.) capable of supporting the weight 
of the Kettle. 

Never use on wooden, glass or other surfaces that could burn, break  
or combust.

Have open sky clearance above the Fire Kettle — limb-up/prune all 
branches, brush and shrubbery. 

We recommend a minimum of two-four people for Fire Kettle setup. 
Lift carefully, using your legs, not your back. Use caution when lifting or 
moving the Kettle to prevent strains and back injuries.

Carefully lift the Fire Kettle by the lip and place it into the stand. 

Take a step back to ensure the Kettle is level. 

Lift one side of the Fire Kettle lip to balance/level the Kettle in the stand, 
if necessary. Never level a hot Kettle with bare hands.
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USE & SAFE T Y INSTRUC TIONS

Prior to using your Fire Kettle, please read these instructions to ensure  
a fun, safe time around the fire for you, your family and friends. Refer  
to the section “Dangers and Warnings” on pages 2 and 3 before using 
your Kettle.

Use caution and common sense when operating your Fire Kettle.  
Failure to adhere to safety warnings and guidelines in the manual could 
result in bodily injury, property damage or death.

ALWAYS keep a fire extinguisher or water hose nearby. 

DO NOT use your Fire Kettle in high winds.

DO NOT use the Fire Kettle unless all parts are in place. The Kettle  
must be properly set up according to the instructions. Improper setup 
may be dangerous.

DO NOT leave a burning fire unattended.

DO NOT lean on or overload the Fire Kettle.

NEVER put anything other than dry firewood or charcoal in your 
Fire Kettle. 

NEVER burn garden waste or garbage in your Fire Kettle.

NEVER throw plastic or anything that could explode in your Fire Kettle.

ALWAYS dispose of completely cooled ashes in a fire-safe, non-
combustible metal container with tight-fitting lid and saturate with water.

Allow coals and water to remain in a covered, fire-safe metal container 
with a lid 24 hours prior to disposing.

Use proper tools, with long, heat-resistant handles.

5



CLE ANUP & MAINTENANCE

Refer to the section “Dangers and Warnings” on pages 2 and 3 before 
clean up and maintenance of your Fire Kettle.

N AT U R A L  AG I N G

You may see surface rust. It will not rust through or harm the integrity of 
your Fire Kettle. To remove surface rust, use a wire brush and coat with 
vegetable oil.

C U R E  YO U R  F I R E  K E T T L E

Best practice is to generously coat and wipe down the Fire Kettle  
with vegetable oil (interior and exterior) in between burns or as you feel  
is necessary.

PA I N T I N G  T H E  F I R E  K E T T L E  B L AC K

If you wish, paint the exterior and lip only with a high-heat (1,200 degrees 
or higher), flat black spray paint. This would be for cosmetic reasons 
only and is not necessary for the integrity of the Kettle. Do not paint the 
interior of the Kettle. 

The Boot Rail Stand may periodically need to be touched up with a 
high-heat (1,200 degrees or higher), flat black spray paint found at most 
hardware stores.
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FIRE KE T TLE ACCESSORY 
INSTRUCTIONS
Refer to the section “Dangers and Warnings” on pages 2 and 3 before 
using accessories with your Fire Kettle.

Following the instructions outlined in this manual will help ensure 
continued reliability, safety and enjoyment for generations to come.

GENER AL INSTRUC TIONS

Refer to diagrams of each accessory when reading instructions.

Always use fire/heat-resistant gloves when operating cooking accessories.

Depending on the size of the accessory, it may require more than one 
person to lift, install, and remove.

Always install mounting plate between stars. Installing over a star will 
cause it to be unstable.

For best results, light your wood-burning fire at least one hour (less if 
using charcoal) before you intend to begin cooking. Open-fire cooking is 
best done over a bed of burning coals rather than high flames. 

When removing accessories, know in advance where you will place them 
to avoid a tripping or burning hazard. 

When accessory is not in use, store in a covered area out of the elements 
after it has been properly cleaned.

9



GENER AL CARE & CLE ANING

Wait until accessory is cooled to clean.

Remove food and debris from cooking accessories. 

Use a brush with soap & water if necessary.

Griddles & Side Kicks should be lightly oiled between use.

Store in a covered area out of the elements. 

For more information and specifications for each 
accessory, see individual product pages on  
www.seaislandforge.com.

For video instructions, visit our YouTube channel 
by scanning the QR code. 

Please note: Our accessories are designed to the specification of Sea Island 
Forge Fire Kettles. They may cause damage, injury, or not work properly 
on kettles from other manufacturers.
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GRILL
The Grill system has three components: mounting plate with post, 
two T-bolts, and Grill with ratchet lift/lock system. All three components 
are necessary for proper operation. 

The patented ratchet lift/lock system is designed with a set of teeth and 
two release tabs. The alternating locking mechanism intentionally locks 
only one side at a time. This allows for maximum adjustability  
(14" vertical range) to control cooking temperatures. 

The Grill is also designed to swing off to the side, away from the flames, 
for tending to food while cooking and to control cooking temperatures.

Weight limit is 40 lbs. for both 30- and 50-Gallon Grills.

INSTALL ATION & REMOVAL

The 30-Gallon Grill can be installed and removed by one person using both 
hands. The 50-Gallon Grill requires two people. 

T O  I N S TA L L

• Slide mounting plate onto the lip of the Kettle between stars until the 
lip touches the back of the plate. 

• Tighten T-bolts under the lip.

• 30-Gallon: With one hand, hold the Grill by the handle. With other 
hand, hold the outer edge of the Grill ring and slide the Grill tower 
sleeve down onto the mounting plate post. 

• 50-Gallon: One person holds the outer ring, while second person 
holds the handle and slides the Grill tower sleeve over the post. 
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T O  R E M OV E

• Raise Grill above the lip of the Kettle and swing it to the side keeping 
grate and handle away from open flame and lift off the mounting post. 

• Loosen T-bolts but do not remove them and slide mounting plate off 
Kettle lip. 

R ATCHE T SYSTEM OPER ATION

• To lower the Grill, push down on the handle and simultaneously pull 
back both thumb tabs to release the ratchet teeth. When desired height 
is reached, release both thumb tabs. One set of teeth will lock in place 
to hold Grill.

• To raise the Grill, push down on the handle until you reach desired 
height. The ratchet teeth are self-locking and one set will lock in place.

• To swing the Grill, be sure the Grill is above the lip of the Kettle. Push 
the handle to one side making sure the handle is not positioned over 
the fire. Handle will burn. 

• The alternating locking mechanism intentionally locks only one  
side at a time.

TIPS

If Grill swings to the side on its own, the Kettle is not level in the stand. 
Either lower or slightly lift one side of the bowl to level the Kettle. If 
needed, use fire/heat-resistant gloves or a fire poker to assist. 

Keep T-bolts in mounting plate to store so they do not become misplaced. 

Store in a covered area out of the elements.
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5 0 - G A L LO N  G R I L L

S P EC S

• Weight: 40 lbs.
• Cooking surface: 8 sq. ft.
• Stainless Steel
• Mounting Plate: Carbon Steel

Two thumb tabs Handle
Grill tower sleeve

Cooking surface

Grill ring

Mounting plate 
& post

Ratchet teeth

Two T-bolts

Mount on the edge of the 
Kettle between stars

3 0 - G A L LO N  G R I L L

S P EC S

• Weight: 20 lbs.
• Cooking surface: 3 sq. ft.
• Stainless Steel
• Mounting Plate: Carbon Steel
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GRIDDLE
The Griddle is designed with a baffle system on the underside for 
creating various temperature zones. The shovel lip assists in tending  
food and a drain spout & catch bucket for oil/liquid draining and 
cleaning. Each size Griddle sits above the lip allowing for airflow and  
easy access to tend fire.

INSTALL ATION & REMOVAL

We recommend two people to install & remove both the 30- and 
50-Gallon Griddles

T O  I N S TA L L

• Use handles to lift and place on the lip of the Kettle between stars. 

• Hook the catch bucket under the spout. Do not place anything 
flammable in or over the catch bucket.

T O  R E M OV E

• Use fire/heat-resistant gloves to carefully unhook catch bucket. 
Its contents will be hot.

• With one person on each side, use handles to lift Griddle straight up 
and off the Kettle. 

TIPS

Create temperature zones by using your Fire Poker to move more coals 
and wood under specific areas for higher temperatures and away from 
other areas for lower temperatures. 

To drain liquid, use a spatula to push liquids through the spout into the 
catch bucket.

Oil before storing in a covered area out of the elements.
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1 2

Cooking surface

Shovel lip

Hook the included 
Bucket under spout to 

catch run off

Use fire/heat-resistant 
gloves and both handles 

to remove the Griddle 
after using

Mount on the edge of the 
Kettle, between stars

Sits 2" above lip
for airflow

3 0 - G A L LO N  G R I D D L E

S P EC S

• Weight: 65 lbs.
• Cooking surface: 3 sq. ft.
• Carbon Steel

Open access for 
tending to the fire
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5 0 - G A L LO N  G R I D D L E

Use fire/heat-resistant 
gloves and both handles 

to remove the Griddle 
after using

WA R N I N G       This is a minimum two-person lift.

Shovel lip
Cooking surface

S P EC S

• Weight: 148 lbs.
• Cooking surface: 9 sq. ft.
• Carbon Steel

Mount Griddle on 
the edge of the Kettle, 

between stars

Hook the included 
Bucket under spout 

to catch run off

Open access for 
tending to the fire
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SIDE KICK
The Regular and Large Side Kicks are designed for use with skillets, 
Dutch ovens, pots, and campfire coffee pots.  The cooking surface has 
holes to evenly distribute heat from the fire. The Side Kick includes the 
cooking surface with handle and a T-bolt. 

INSTALL ATION & REMOVAL

T O  I N S TA L L

• Slide onto the lip of the Kettle between stars until the lip touches the 
back of the mounting clip.  

• Tighten T-bolt under the lip.

T O  R E M OV E

• Loosen the T-bolt just enough to slide off the Kettle. 

TIPS

Adjust heat by moving coals under or away from the Side Kick. 

Use fire/heat-resistant gloves to adjust or remove hot pots, skillets, etc.

Keep T-bolt in mounting clip so it does not become misplaced.

Oil before storing in a covered area out of the elements.
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Use fire/heat-resistant gloves 
to remove the Side Kick.

Fire/heat-
resistant handle

Mount on the edge of the 
Kettle between stars

Cooking
surface

T-Bolt

S P EC S

• Regular: 6" x 12"; 6 lbs.
• Large: 12" x 14"; 12 lbs.
• Carbon Steel
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SPARK SCREEN
The Spark Screen is designed for use over low-burning flames or coals only. 
The D-ring on top is for use with a Fire Poker to remove a hot screen.

Warning: Do not place over high flames – it will destroy the mesh screen.

INSTALL ATION & REMOVAL

T O  I N S TA L L

• Place on the lip of the Kettle inside the stars.

T O  R E M OV E

• Use fire/heat-resistant gloves, or insert hook end of fire poker in the  
D-ring and lift to remove. 

TIPS

If desired, touch up with high-heat black spray paint.

Store in a covered area out of the elements. 

3 0 - G A L LO N  S PA R K  S C R E E N

5 0 - G A L LO N  S PA R K  S C R E E N

S P EC S

• Weight: 9 lbs.
• Stainless Steel

S P EC S

• Weight: 19 lbs.
• Stainless Steel
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Insert hook end of 
Fire Poker in D-ring to 

lift hot Spark Screen
Screen fits on Kettle 
lip inside the stars

2 1



LIMITED WARR ANT Y

 1. Manufacturer warrants this product to be free from defects in workmanship and materials for 
a period of ninety (90) days from the date of purchase, PROVIDED claims are submitted, in 
writing, with proof of purchase.

 2. If any part of this item fails because of a manufacturing defect within the Limited Warranty 
Period, manufacturer offers to replace such part(s) provided that such parts have not been 
improperly repaired, altered or tampered with or subject to misuse, abuse or exposed to 
corrosive conditions. This Limited Warranty is, however, subject to certain limitations, 
exclusions, time limits and exceptions as listed below. Read these Conditions carefully.

 3. This Limited Warranty shall be limited to the replacement or repair of any part(s) which 
manufacturer determines, after reasonable examination, to have been defective at the time 
of manufacturing and manufacturer’s obligation(s) shall be limited to replacement, if any, of 
defective part(s) which shall be shipped at original purchaser’s designated shipping address.

 4. This Limited Warranty is given to and covers the ORIGINAL PURCHASER ONLY and such 
coverage terminates ninety (90) days from the date of purchase.

 5. DAMAGE LIMITATION WARNING: IN NO EVENT SHALL MANUFACTURER BE LIABLE 
FOR ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES, INCLUDING (BUT NOT 
LIMITED TO) LOSS OF USE OF THE PRODUCT, LOSS OF TIME, INCONVENIENCE, 
EXPENSES FOR TRAVEL, TRANSPORTATION LODGING EXPENSES, LOSS OF FOOD, 
LOSS OF DAMAGE TO PERSONAL PROPERTY OR LOSS OF INCOME, PROFITS OR 
REVENUE.  THIS PROVISION DOES NOT LIMIT OR EXCLUDE CONSEQUENTIAL 
DAMAGES WHERE SAID LIMITATION OR EXCLUSION IS DEEMED UNCONSCIONABLE 
BY GEORGIA LAW.

 6. MANUFACTURER’S OBLIGATION: Manufacturer’s liability shall be limited to the delivery of 
a good, merchantable product and, if necessary, the repair or replacement, at manufacturer’s 
option, of any defective part or unit.

 7. TRANSFER LIMITATIONS: This Limited Warranty is not assignable or transferable. It covers 
only the original purchaser.

 8. RESERVED RIGHT TO CHANGE: Manufacturer reserves the right to make changes or 
improvements to products it produces in the future without imposing on itself any obligations to 
install the same improvements in the products it has previously manufactured.

 9. This Limited Warranty gives the original purchaser specific legal rights but there may be other 
rights which vary by jurisdiction.

 10. THIS WARRANTY DOES NOT COVER THE FOLLOWING ITEMS:
• Chips or scratches on painted surfaces
• Rust or corrosion is not deemed a manufacturing or materials defect
• Discoloration/loss of paint due to handling during assembly, heat or cleaning products. 

Paint may require touch up.
• Stainless steel discoloration or corrosion

11. THERE ARE NO WARRANTIES WHICH EXTEND BEYOND THE DESCRIPTION ON THE 
FACE HEREOF, INCLUDING BUT NOT LIMITED TO ANY WARRANTY OF FITNESS FOR 
ANY OTHER PARTICULAR PURPOSE THAN THAT STATED HEREIN.
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 12. APPLICABLE LAW: Any disputes arising out of the sale or use of this Product or the Limited 
Warranty provided hereunder shall be construed and interpreted in accordance with, and shall 
be governed in all respects by, the law of the State of Georgia (without giving effect to principles 
of conflicts of laws).”

 13. DISPUTE RESOLUTION AND CONFIDENTIALITY: The parties shall resolve any dispute, 
controversy, or claim arising out of or relating to the sale or use of this Product or the Limited 
Warranty provided hereunder (“Dispute”) under the provisions of this paragraph. The 
procedures set forth in this paragraph shall be the exclusive mechanism for resolving any Dispute.

  (a) Dispute Notice. A party shall send written notice to the other party of any Dispute (the 
“Dispute Notice”). The parties shall first attempt in good faith to resolve any Dispute set forth in 

the Dispute Notice by negotiation and consultation between themselves.

  (b) Mediation. If the parties cannot resolve the Dispute through negotiation, the parties shall next 
attempt to resolve the Dispute through mediation administered by a third-party neutral selected 
and agreed upon by all parties, with costs of the mediator to be shared equally among all parties 
to the mediation.

  (c) Arbitration as a Final Resort. If the parties do not resolve the Dispute through mediation, the 
parties must resolve any further Dispute by arbitration administered by a forum and arbitrator(s) 
selected and agreed upon by all parties, with filing fees and costs of the arbitration to be shared 
equally among all parties to the arbitration, subject to the prevailing party provision stated 
hereinafter. The arbitrator(s) selected shall have the power to rule on any challenge to the validity 
or enforceability of this agreement to arbitrate. In the event either party institutes arbitration of 
a Dispute, the prevailing party shall recover all fees, costs, and expenses incurred in any such 
arbitration, and the arbitrator shall determine the amount of said fees, costs, and expenses. 
Judgment on the award entered by the arbitrator(s) may be entered or challenged in any court 
having jurisdiction thereof. No class arbitration or arbitration of more than one consumer dispute 
within a single arbitration shall be permitted under this provision. Any mediation or arbitration 
commenced hereunder, including all proceedings and results, shall be kept confidential by all 
parties.

 14. ATTORNEY’S FEES AND EXPENSES. In any arbitration commenced under or relating to the 
sale or use of this Product or the Limited Warranty provided hereunder, the prevailing party shall 
recover all fees, costs, and expenses incurred in any such arbitration, and the arbitrator shall 
determine the amount of said fees, costs, and expenses. If any party commences litigation in a 
court of law in disregard of the arbitration provision stated herein, the other party shall recover 
all fees, costs, and expenses incurred in having to dismiss or stay that action and/or compel 
arbitration, and the Court shall have jurisdiction to award those fees, costs, and expenses at that 
time before arbitration is commenced.

 15. NO CONSTRUCTION AGAINST DRAFTER: The parties agree that the rule of construction 
that a contract be construed against the drafter, if any, shall not be applied in the interpretation 
and construction of all provisions contained herein.

 16. SEVERABILITY: If any provision of this Owner’s Manual, Limited Warranty, or portion thereof is 
held to be illegal, invalid, or unenforceable for any reason, such provision shall be fully severable 
from the remainder of this Owner’s Manual and Limited Warranty. The remaining provisions of 
this Owner’s Manual and Limited Warranty shall remain in full force and effect and shall not be 
affected by any illegal, invalid, or unenforceable provision or by its severance.
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W W W . S E A I S L A N D F O R G E . C O M

C H E C K  O U T  O U R  Y O U T U B E 

C H A N N E L  F O R  M O R E  P R O D U C T  T I P S

F O L L O W  U S  AT  @ S E A I S L A N D F O R G E 

# F O R G I N G M E M O R I E S

CUSTOMER SERVICE 
IS OUR SPECIALT Y

Questions, concerns, rave reviews? 
Contact our friendly, helpful Customer Service Team at 

sales@seaislandforge.com or (912) 580-0346. 






