
YELLOW   ( REAR LIGHT SUPPLY )

HORN
12  VOLT
AC

LIGHT SWITCH

BRAKE LIGHT SWITCH -
IMPORTANT: ONLY USE THE TYPE THAT MAKES A CIRCUIT
WHEN THE BRAKE PEDAL IS PRESSED. (eg. RALLY DC or PRIM/PK/PX)

BATTERY CHARGING TYPE
LIGHTING REGULATOR BOX

EARTH

REAR LIGHT UNIT

BEEDSPEED 12 VOLT ELECTRONIC CONVERSION WITH DC AUXILIARY FACILITY
FOR - 150 SUPER, GT, SPRINT, GL, VBB and OLD  STYLE  VESPA.

USING BEEDSPEED CONVERSION WIRING LOOM
12 VOLT AC LIGHTING - THREE ALTERNATIVE IGNITION CUT OUT SWITCH POSITIONS.

FOUR ALTERNATIVE LIGHT SWITCHES

GREEN/BLACK  ( AC POWERS - LIGHTS / BRAKE LIGHT  / HORN )

BLUE

RED
GREY

HT COIL

STATOR PLATE
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BLACK (EARTH)

BLACK (EARTH)

BLACK (EARTH)
GREEN/BLACK

GREEN/BLACK

REAR VIEW OF RALLY etc. DC TYPE LIGHT SWITCH

BLACK (EARTH)

3

PART NUMBER  -  087558
HORN BUTTON MAKES CIRCUIT WHEN PRESSED
LIGHTS ON/OFF LEVER MOUNTED ON NEAR SIDE OF SWITCH

12 V
BULBS

PILOT

MAIN

DIP

GREY

ALTERNATIVE HEADSET IGNITION SWITCH

C

B

A

NOTE:WIRING HARNESS PROVIDES FOR THREE ALTERNATIVE IGNITION CUT OUT TYPES.
A. IGNITION SWITCH IN HEADSET TOP
B. IGNITION CUT OUT BUTTON ON LIGHT SWITCH
C. IGNITION CUT OUT BUTTON NEAR SEAT
 TAPE UP THE IGNITION CUT OUT WIRES THAT ARE NOT USED INDIVIDUALLY.

GREY

IGNITON  CUT OUT
ON LIGHT SWITCH

BLACK

IGNITION
CUT OUT
NEAR SEAT

GREY

1

367

8

BEEDSPEED 12V CONVERSION SWITCH  - REAR VIEW

HORN

SWITCH TYPE: SUPER etc. DC
HORN BUTTON MAKES CIRCUIT WHEN PRESSED.
LIGHTS ON/OFF LEVER MOUNTED ON TOP OF SWITCH.
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ALTERNATIVE SWITCH  - REAR VIEW - V90/100/PRIM etc.
AVOID THIS SWITCH - SEPERATE HORN BUTTON REQUIRED

HORN
SWITCH TYPE:
HORN BUTTON BREAKS CIRCUIT WHEN PRESSED.
LIGHTS ON/OFF LEVER MOUNTED ON TOP OF SWITCH.
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ALTERNATIVE SWITCH  - REAR VIEW - ET3 / RALLY AC.
AVOID THIS SWITCH - REQUIRES SEPERATE HORN BUTTON AND IGNITION CUT OUT.

HORN
SWITCH TYPE: PART NUMBER: 143324
HORN BUTTON BREAKS CIRCUIT WHEN PRESSED.   NO IGNITION CUT OUT BUTTON
LIGHTS ON/OFF LEVER MOUNTED ON TOP OF SWITCH.
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CDI

BLACK / YELLOW

PURPLE
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GREY

GREEN

SPARK PLUG

BLACK (EARTH)

M4

BEEDSPEED CONVERSION
SWITCH SHOWN.
PLEASE NOTE:
ALTERNATIVE SWITCH DIAGRAMS
ARE AVAILABLE. FOR EXAMPLE
SHOWING HOW TO POWER THE
PILOT LIGHTS VIA A RALLY DC
LIGHT SWITCH. FOR MORE HELP
EMAIL sales@beedspeed.com

4M

LINKED
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Please Note: Some models may require
mounting holes drilling into the stator plate
body. To do this; Put the flywheel to TDC with
the stator plate pick up box in line with the
flywheel triggering contacts. Then move the
stator plate approx 2 cm anti-clockwise and bolt
down, then strobescope to check if correct.

ALAN BEED

BLUE

YELLOW

BLACK/RED  DC SUPPLYDC AUXILIARY LIGHTS / SPOT
LIGHTS SUPPLY WIRE

12  VOLT
BATTERY

RED FROM B+ TERMINALBLACK/RED

FUSE CAN BE
FITTED HERE


