
99.99% reduction of airborne viral load 
down to .007 microns*

Removes 99.997% of particles at 0.3 micron 
in size, which is more efficient than the HEPA 
Standard testing efficiency requirements**

Every device individually tested by the 
manufacturer to ensure superior performance

Action-oriented response to help deliver 
health, safety and peace of mind 

A Proven Solution

Based on many years of research with organizations such as 
Mayo Clinic and Cleveland Clinic, Delos and its wholly-owned 
subsidiary, the International WELL Building Institute (IWBI) 
(www.wellcertified.com), have become the world leaders in 
healthy buildings.

Delos Advanced Air Purification

After evaluating over 140 units using third party 
performance testing, the choice was clear.
Delos and its subsidiaries support the health, well-being, and 
performance of employees, teachers, and students around 
the world through leading research and evidence-based 
standards, programs, and solutions for indoor environments.
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Learn more at delos.com.au* Individual particle sizes and specific particle size 
ranges may have different filtration efficiency rates

** EN-1822 testing of the Intellipure Compact device 
operating at 150 CFM

SELECTS



a. POWER To turn unit on and off, exit sleep mode, and change speed setting. 
b. LOW Blue light indicates unit is running at low speed
c. MED Blue light indicates unit is running at medium speed
d. HIGH Blue light indicates unit is running at high speed
e. TURBO Blue light indicates unit is running at highest speed (setting meant for speed cleaning)
f. DFS When lit in blue, DFS function is on; when indicator flashes, DFS grid needs to be 

 cleaned and main filter needs to be replaced

easy to operate unit 
and control fan speed

Human Hair
100 μm

Pollen
30 μm

Dust Mites
10 μm

Pet Dander
5 μm

Smoke
1 μm

Bacteria
> 0.3 μm

Viruses
> 0.005 μm

NOT ALL FILTRATION SYSTEMS ARE CREATED EQUAL
Tested to remove particles 40x smaller than HEPA �lter standards

1 Individual particle sizes and speci�c particle size ranges may have di	erent �ltration e�ciency rates.
 The 2000IL was tested using the EN-1822 Standard. The Ultra�ne 468 unit was tested using a condensation particle counter by IUCB.
2 The Delos Healthway Compact device has been tested using the EN-1822 Standard.
3  The removal e�ciency of HEPA �lters for particles smaller than 0.3 microns is not included in standard HEPA testing.

Note: Each particle size shown 
here is an estimated mean. Each 
will have a range of sizes. Visual 

depictions are not to scale.

HEPA FILTER - 99.97% e�cient at 0.3 microns3

MERV 13 FILTER - less than 75% e�cient at 0.3 microns

DELOS STAND-ALONE SOLUTION - 99.99% e�cient down to 0.007 microns1

DELOS STAND-ALONE SOLUTION - 99.997% e�cient at 0.3 microns2

STAND-ALONE ONLY

Learn more about Delos best in-class solutions delos.com.au 
For questions, contact us at 1300 033 567 or support.dwa@delos.com.au
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what is DFS 
technology? 
Most air cleaners do very 
little to deal with the 
ultrafine particle epidemic. 
With DFS technology, 
ultrafine particles pass 
through high energy fields, 
where an electrical charge 
draws them closer together 
so they are easier to trap.  
The patented DFS 
technology captures 99.99% 
of harmful viruses, bacteria, 
fungi, mold and dust mites. 
Additionally DFS technology 
prevents microbial growth 
in the filter and stops 
secondary pollution.




