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The panels are made 
using premium, powder 
coated black galvanised 
steel frames providing 
advanced protection 
against corrosion

Evergreen Walls 
Premium foliage is 
made from low-
density polyethylene 
LDPE and is 
recyclable

• Lightweight green wall 
solution 

• Unique modular system for 
easy installation Each panel 
comes with 4 fixings and 
can be cut to size

Each panel comes with 
4 fixings and can be cut 
to size using bolt cutters. 
It is recommended that 
installation is conducted 
by a qualified Evergreen 
Walls installer

It is recommended 
that Evergreen Walls 
Premium panels, if 
not installed, are 
stored in a cool dry 
environment

Product  
Name

Product 
Code

Width Length Thickness Foliage  
Overhang

Pieces  
per Pack

Area (m2) Weight Warranty

Evergreen  
Premium

EW-EP2 900mm 900mm 80mm - 200mm 100mm 2 0.81m2 7.8kg 4 years  
(fading and 
cracking)

Application Benefits Certification Weather Resistant 
Properties

Specification Guide

Suitable for all internal 
and external cladding 
for residential and 
commercial walls, 
ceilings, and floors 
(excluding fire 
escapes)

• Low Maintenance

• Botanically accurate for 
aesthetic appeal

• Versatile composition for 
design flexability 

• Customisable sizing

• Sustainable and durable 
construction

• UV protected

• Fire Retardant

• Suitable for indoor and 
outdoor use

• Simple installation

• 4 year warranty

Group 2 Certification 
AS ISO 9705-2003 and  
AS 5637.1:2015

UV and Rain resistant. 
Resistant to fading under 
direct sunlight or rain for 
prolonged exposure

The artificial green wall 
lining shall be Evergreen 
Walls Premium Hedge, 
Group 2 in accordance 
with AS 5637.1 and UV 
protected. The product 
will be recyclable, LDPE 
4 and it shall be installed 
in accordance with the 
instructions issued by 
Evergreen Walls

Data Sheet

The Evergreen Walls Premium green wall panel is a commercial-grade, architecturally designed product that delivers 
a highly realistic aesthetic to walls. The panels are engineered using powder-coated galvanised steel framing and 
UV injection-molded pure pigment plants. Plant variation consists of 12 different botanicals equating to 90 plants per 
panel which are hand-fixed to the frame with cable ties. The panels are classified as Group 2 fire-rated wall cladding, 
adhering to AS ISO 9705-2003 and AS 5637.1:2015 standards. The modular panels are designed for easy installation, 
with each panel assembled with a unique botanical pattern that ensures life-like greenery appearance.

Evergreen 
Premium

Disclaimer: Products supplied by Evergreen Walls are produced in accordance with the relevant Australian Standards. The information in this document is to be 
used as a guide only and is subject to project approval as many aspects of construction are not comprehensively covered. It is also the responsibility of the project 
personnel to determine if the Evergreen Wall product is suitable for the intended application. Evergreen Walls will not be held responsible for any claims resulting from 
the installation of its products not in accordance with the recommended install instructions. Extreme caution was observed when putting together and processing the 
information, texts and illustrations in this document. Nevertheless, errors cannot quite be ruled out. The publisher and editors cannot assume legal responsibility or any 
liability whatever for incorrect information and the consequences thereof. To ensure this document is current with the latest information, visit evergreenwalls.com.au

Showroom by appointment
48 Winbourne Rd,  
Brookvale NSW 2100

info@evergreenwalls.com.au
evergreenwalls.com.au
(02) 8197 3002


